











ROLLING
SCREENS

THE MOST EFFECTIVE
FORM OF PROTECTION

Giménez Ganga's systems are the most complete,
practical and aesthetic on the market.

The wide range of models, colours and finishes mean
that the mosquito screens can adapt to all kinds of
pre-existing woodwork and are able to meet even
the most demanding aesthetic requirements.
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BOX DIMENSIONS VERTICAL SOLD
35 AND 43 mm OPENING MANUFACTURED
AND IN LENGTH

TAILORED WINDOWS
MANUFACTURING

ROLLING SCREEN
35 mm

ROLLING SCREEN
43 mm



Box sealing brush of
G-35 mosquito screen

End plate
G-35 mosquito screen

G-35 mosquito screen
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G-35
Rolling Screen

l

2150 Hidden brake

TECHNICAL SPECIFICATIONS

G-43
Rolling Screen

Adjustable fastening

WIND RESISTANCE (Pa) EN 1932

G-35 G-43
Maximum height 1.60m 2.40m
Maximum width 1.50m 1.80m

Class 2 (HxL) 2,400 x 1,800 mm



ACCESSORIES

HIDDEN
BRAKE SET

008885

The new hidden brake developed by Giménez
Ganga's R&D department, offers quick and easy
assembly.

ﬁ/ Only the mosquito screen guide is
exposed, so installing the brake does not
require drilling any holes.

\’ The position inside the guides can be
adjusted in order to balance any uneven-

ness in the window or door sill.

Material
Black Nylon

¢ Inserting and removing the terminal can
be done quickly and easily by slightly
tilting it with the operation levers.
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ASSEMBLY INSTRUCTIONS
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Zinc plated screw
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DIN 914 M5x6
Insert the brake into the Mos- If the sillis even, align the brake Fasten in the correct position
quisax guide rail. base with the end of the guide. using the screws.
Remember that there is a right Make sure that the lower base Once the brake is in the correct
and a left brake. of the brake is flush with the position, tighten the screws un-
lower base of our Mosquisax til flush with the hidden brake.

guide.

Hidden Brake
Optional

> THE HIDDEN BRAKE IS OPTIONAL FOR THE G-35 AND G-43 MODELS.
Only compatible with the Mosquisax anti-wind brush guide.



MAXIMUM
SMOOTHNESS

The new lateral door has no chain in its upper section,
instead it has an aluminium layer which provides a

high level of smoothness and robustness to the system.
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Magnet

Brush
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Aluminium
layer

LOWER MAGNETIC CLOSING

This closure system secures the space
as comfortably and efficiently as possible
against winds and insects, keeping the
home's interior safe and comfortable.




A large range of colours from the RAL chart, ano-
dised colours and wooden finishes allow integrating
our mosquito screens perfectly into any type of
decoration.
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@ Gimeénez Ganga.

Becoming a large company is much easier when customer and
user satisfaction is placed as the fundamental objective of the
whole process of hard work, taking great care from the moment
an order is placed until it is delivered to the customer.

Constant innovation focused on everyday application has al-
Giménez Ganga, S.L.U. lowed us to solve new problems and create more efficient and

durable designs.
Poligono Industrial El Castillo g

%E;Omsaa'f(ﬁ\licante) Spain Industrial capab.il'it.ies made up of mqrg than 700 workgrs and
90,000 m? of facilities all aimed at fulfilling one goal: to improve

t. (+34) 965 474 050 | 965 474 205 every day and be at the service of our customers.

f. (+34) 965 474 563

info@gimenezganga.com

gimenezganga.com
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